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WIS HODD
Professional Power Maodule WRN78XX-1000 Series

WIDE INPUT,NON-ISOLATED REGULATED SINGLE OUTPUT SIP3 DC/DC CONVERTER

Input Output Efficiency(%, Typ)
@il e Voltage Range Voltage Current Vin(min) Vin(max)
(VDC) (VDC) (MA)
7 WRN7803-1000 4.75-28 3.3 1000 90 83
FEATU RES 4.75-25 -3.3 -600 80 82
. WRN7805-1000 6.5-32 5.0 1000 93 88
®RoHS compliant 7.0-27 -5.0 -600 85 87
o 9-32 6.5 1000 94 90
< Efficiency up to 96% WRN786.5-1000
7.0-25 -6.5 -400 88 90
& SIP Package WRN7809.1000 12-32 9.0 1000 95 92
: 7.0-23 -9.0 -400 89 91
& Wide temperature range:-40°C to 85°C
: : : WRN7812-1000 16-32 12 1000 96 94
@ Short circuit protection, Thermal Shutdown 7.0-20 12 2300 89 91
q q *Input voltage can't exceed this value,or will cause the permanent damage.
& No heatsink required

& Low ripple and noise

OUTPUT SPECIFICATIONS

‘ Industrv Standard pinout P Test conditions Min. Typ. Max. Units
¢MTBF>2,000,000 hours Output Voltage accuracy 100% full load +2 +3 %
QOnlv two extra capacitors are required Line regulation Vin= min. to max. at full load 0.2 +0.4 %
Load regulation 10% to 100% load +0.4 +0.6 %
# Input voltage range can be lower than the Ripple & Noise* 20MHZ Bandwidth 25 35 %
output voltage for higher output voltages Short Circuit Input Power 05 | 18 w
X 5 X . Short circuit protection Continuous, automatic recovery
] neqatlve app“catlon Switching frequency 100% full load 280 330 450 Khz
Quiescent current Positive Output 5 8 mA
Quiescent current Negative Output 7 13
MODEL SE LECTION Thermal Shutdown Internal IC junction 150 C
WRN 78®°5®-1°°°® Output Current Limit 2000 mA
- Temperature coefficient -40 °C to +85 °C ambient 0.02 %I/°C
(DProduct Series @Output Voltage Max capacitance load 1000 uF
@Output Current * Test ripple and noise by "parallel cable" method.

COMMON SPECIFICATIONS

DESCRIPTION

Parameter Test conditions Min. Typ. Max. Units
The WRN78xx-1000 Series high efficiency switching Operating Temp. Range -40 85
Regulators are ideally suited to replace 78xx linear Operating Case Temp. 100
regulators and are pin co.mpatlble. The efficiency of up Storage Temp. Range 55 125
to 96% means that very little energy is wasted as heat ] ] -
so there is no need fo any heat sinks with their additional Cooling Free Air Convection
space and mounting costs. Case Material Plastic (UL94-V0)
Lead Temperature 1.5mm from case for 10 seconds 300 C
Storage Humidity Range 95 %
MTBF +25°C MIL-HDBK-217F 2000 K hours
Package Weight 3.7 g
Note:

c E 1. All specifications measured at TA=25°C, humidity<75%, nominal input voltage and rated output
R E A C H load unless otherwise specified.

MICRODC reser th right
CSELVES © CeRE 2. Only typical models listed. If you need other model, please confirm the power, input voltage and output voltage,

then phone us.
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MICROOG

Professional Power Module

WRN78XX-1000 Series

EXTERNAL CAPACITOR TABLE

C1,C3 C2,C4 Temperature Derating Graph
(REBLIl (ceramic capacitor) (ceramic capacitor) 120
WRN7803-1000 10uF/50V 22uF/6.3V ~ 100
\
WRN7805-1000 10uF/50V 22uF/10V g 80 3
o) I
o 60 [—{fsaf ing Area ]
WRN786.5-1000 10uF/50V 10uF/10V N o e
3
WRN7809-1000 10uF/50V 10uF/16V O 20
0 L
WRN7812-1000 10uF/50V 10uF/25V -40 0 40 718 120
Operating Temp.(C)
WRN7815-1000 10uF/50V 10uF/25V
OPTIONAL DIODE PROTECTION CIRCUIT
Optional Protection 1: Optional Protection 2:
Add a blocking diode to Vout if
current can flow backwards into H
the output, as this can damage
the converter when it is powered  +vin +Vout +Vin Vout=
down WRNTBXX-XX P WRN?&XX—XX‘HV—O +\[1|'03L3-
The diode can either be fitted Schottiy Diode
across the device if the source is
low impedance or fitted in series
with the output (recommended). -Vin Vout -Vin Aout
o o
Application example: +lin ot
.. . " O WRNTEXX-XX o]
Driving a high capacitive load
fessezsizen} "
Vin Vout
o} 0
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Professional Power Module

APPLICATION EXAMPLE

WRN78XX-1000 Series

High efficiency, isolated, dual unregulated outputs

WRN7805-1000 [—

+Vin O

[———————C +15VDC

——— 0O Com

—— O -15VDC

-Vin ©

may be necessary between the two converters)

Isolated (up to 6KV), wide Input range regulated output
DC/DC Converter (1:1)

C1: Optional , C2 : Required (further decoupling filtering

- Medical Grade Isolated Dual Outputs
- Wide input range 6.5V to 18V
- High Efficiency, Suitable for 12V Battery Powered Devices

+in O——

WRN78XX-1000 O +Vout

_-— C1

Vin O———

- High isolation voltage

- Improved loading / line regulation
- Wide Input Voltage Range

- Point-of-Load Architecture

O -Vout

C1, C2: optional

MECHANICAL DIMENSIONS

‘,‘ 5.08 All dimensions are typical in millimeters (inches).
(0:20) Tolerance x.xx = +/- 0.30 (+/- 0.01)

Bottom View Specification may change without notice.
AR Pin length is typical.
oA 12 3 o0&
@9 [ =
11.50 8.90
7 (0.45) . (0.35) e

4.00
(0.16)

13

Note:

Unit:mm[inch]

Pin section:0.50*0.30mm(0.020*0.012inch)
Pin section tolerances:+0.10mm[+0.004inch]
General tolerances:+0.25mm[+0.010inch]

RECOMMENDED FOOTPRINT

:_ [ _: Pin Connection

- ] ! # Single

i st o i [
3 + |V | Output

RECOMMENDED FOOTPRINT
Top view,grid:2.54mm(0.1inch)

diameter:1.00mm(0.039inch)
TUBE OUTLINE DIMENSIONS

=-12.00 [0.472]

=—14.00[0.551] =

20.00[0.787]

- ~-5.70[0.224]

Note:

Unit :mm[inch]
General tolerances:
L=530mm[20.866inch]
L=220mm[8.661inch]

+0.50mm([+0.020inch]
Tube Quantity: 22pcs
Tube Quantity: 8pcs
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